Features
- Single Turn / Cermet / Industrial / Sealed
- Available on tape and reel
- Available with a knob for finger adjust
- Available with extended shaft
- Available with cross-slot rotor

3386 - 3/8” Square Trimming Potentiometer

**Electrical Characteristics**

**Common Dimensions Side Adjust**

<table>
<thead>
<tr>
<th>Model</th>
<th>WIDTH</th>
<th>DEEP</th>
<th>MIN</th>
<th>DIA. PINS</th>
</tr>
</thead>
<tbody>
<tr>
<td>3386B</td>
<td>5.59 x .88</td>
<td>.51</td>
<td>1.210</td>
<td></td>
</tr>
<tr>
<td>3386C</td>
<td>3.56 x .38</td>
<td>.81</td>
<td>1.150</td>
<td></td>
</tr>
<tr>
<td>3386H</td>
<td>1.40 x .38</td>
<td>.81</td>
<td>1.150</td>
<td></td>
</tr>
<tr>
<td>3386J</td>
<td>2.44</td>
<td>.81</td>
<td>1.150</td>
<td></td>
</tr>
<tr>
<td>3386S</td>
<td>2.44</td>
<td>.81</td>
<td>1.150</td>
<td></td>
</tr>
</tbody>
</table>

**Features**
- Top and side adjust types (F, P, H, W, X most popular)
- High voltage types available
- RoHS compliant* version available

**3386W**

**3386X**

**TOLERANCES: ± 0.25 (.010) EXCEPT WHERE NOTED**

**Standard Resistance Table**

<table>
<thead>
<tr>
<th>Resistance (Ohms)</th>
<th>Resistance Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>10</td>
<td>100</td>
</tr>
<tr>
<td>20</td>
<td>200</td>
</tr>
<tr>
<td>50</td>
<td>500</td>
</tr>
<tr>
<td>100</td>
<td>101</td>
</tr>
<tr>
<td>200</td>
<td>201</td>
</tr>
<tr>
<td>500</td>
<td>501</td>
</tr>
<tr>
<td>1,000</td>
<td>102</td>
</tr>
<tr>
<td>2,000</td>
<td>202</td>
</tr>
<tr>
<td>5,000</td>
<td>502</td>
</tr>
<tr>
<td>10,000</td>
<td>103</td>
</tr>
<tr>
<td>20,000</td>
<td>203</td>
</tr>
<tr>
<td>25,000</td>
<td>253</td>
</tr>
<tr>
<td>50,000</td>
<td>503</td>
</tr>
<tr>
<td>100,000</td>
<td>104</td>
</tr>
<tr>
<td>200,000</td>
<td>204</td>
</tr>
<tr>
<td>250,000</td>
<td>254</td>
</tr>
<tr>
<td>500,000</td>
<td>504</td>
</tr>
<tr>
<td>1,000,000</td>
<td>105</td>
</tr>
<tr>
<td>2,000,000</td>
<td>205</td>
</tr>
</tbody>
</table>

**Popular distribution resistance values listed in boldface. Special resistances available.**

**How To Order**

**Model**

**Style**

- **Standard or Modified**
- **Product Indicator**
  - -1 = Standard Product
  - -EY5 = Extended Shaft

**Resistance Code**

- Optional Suffix Letter
- T = Knob**

**Packaging Designator**

- **Blank = Tube (Standard)**
- **R = Tape & Reel (W and U Pin Styles Only)**
- **A = Ammo Pack (W and U Pin Styles Only)**

**Terminations**

- **LF = 100 % Tin-plated (RoHS compliant)**
- **Blank = 90 % Tin / 10 % Lead-plated (Standard)**

**”Fluorinert” is a registered trademark of 3M Co.**

**Specifications are subject to change without notice.**

**Customers should verify actual device performance in their specific applications.**


**Consult factory for other available options.**
The Model 3386 is available with a knob for finger adjustment. Add suffix letter "T" to order code for F, P and X terminal styles.
Packaging Specifications

SIDE ADJUST
3386W-1

Dimensions:
- 27.56 x 76 (1085 ± 300)
- 3.81 x 76 (150 ± 30)
- 8.90 x 76 (350 ± 300)
- 12.70 x .50
- 12.70 x .30 / - .25
- 4.0 x .3
- 3.81 ± .5
- 12.70 ± 2.0 / - .25
- 4.83 ± .25
- 3.81 ± .3
- 51 ± .5
- 51 ± .5

Meets EIA Specification 468.

TOP ADJUST
3386U-1

Dimensions:
- 22.98 x .076 (905 ± 300)
- 8.89 x .7 (350 ± .028)
- 18.03 ± 1.5 (.710 ± .060)
- 12.70 x .50
- 3.99 ± .3
- 9.53 (375)
- 4.78 (188)

Meets EIA Specification 468.