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a  b  s  t  r  a  c  t

Intense  study  on  gas  sensors  has  been  conducted  to implement  fast  gas  sensing  with  high sensitivity,
reliability  and  long  lifetime.  This  paper  presents  a  rapid  amperometric  method  for  gas  sensing  based
on  a  room  temperature  ionic  liquid  electrochemical  gas  sensor.  To  implement  a  miniaturized  sensor
with  a fast  response  time,  a  three  electrode  system  with  gold  interdigitated  electrodes  was  fabricated
by  photolithography  on a porous  polytetrafluoroethylene  substrate  that  greatly  enhances  gas  diffusion.
Furthermore,  based  on the  reversible  reaction  of oxygen,  a new  transient  double  potential  amperometry
(DPA)  was  explored  for electrochemical  analysis  to decrease  the  measurement  time  and  reverse  reaction
by-products  that  could  cause  current  drift.  Parameters  in transient  DPA  including  oxidation  potential,
oxidation  period,  reduction  period  and  sample  point  were  investigated  to study  their  influence  on  the
performance  of the  sensor.  Oxygen  measurement  could  be accomplished  in  4  s,  and  the  sensor  presented
a sensitivity  of 0.2863  �A/[%O2] and  a linearity  of  0.9943  when  tested  in  air samples  with  different  oxygen

concentrations.  Repeatability  and  long-term  stability  were  also  investigated,  and  the  sensor  was  shown
to  exhibit  good  reliability.  In comparison  to conventional  constant  potential  amperometry,  transient  DPA
was  shown  to  reduce  relative  standard  deviation  by  63.2%.  With  transient  DPA,  the sensitivity,  linearity,
repeatability,  measurement  time  and  current  drift  characteristics  demonstrated  by the presented  gas
sensor  are  promising  for acute  exposure  applications.

© 2016  Elsevier  B.V.  All  rights  reserved.
. Introduction

Measurement of ambient gases is of great interests due to the
ritical role gases play in human health and safety. Individual expo-
ures to gaseous hazards vary significantly in different locations
nd over time, requiring rapid assessment of gas concentrations
or vulnerable individuals. For example, toxic gases such as NO2
nd SO2 may  lead to severe cardiac and respiratory symptoms even
nder low exposure [1,2], and other gases may  directly cause fire
nd explosion hazards that seriously threaten human safety [3,4].
xygen is an especially important gas that is crucial for human

urvival, as oxygen deficiency could result in suffocation or death.
urthermore, although oxygen is nontoxic and inflammable, in high
oncentrations it contributes to fires and explosions acting as an
xidizer. Hence, a reliable gas sensing technology suitable for rapid

onitoring of acute exposure is of great interest and necessitates

nvestigation.

∗ Corresponding author.
E-mail address: wh1816@msu.edu (H. Wan).

ttp://dx.doi.org/10.1016/j.snb.2016.11.103
925-4005/© 2016 Elsevier B.V. All rights reserved.
Several gas sensing approaches have matured to some level of
use in practical industrial applications. Gas chromatography (GC)
is a classical and very accurate method for gas separation and
quantification. However, GC suffers from large instrument size,
high equipment cost, long measurement time, and complicated
operation requiring professionally trained personnel [5], making
it unsuitable for field applications. Metal oxide semiconductor
(MOS) sensors are widely used in commercial gas sensing instru-
ments and exhibit high sensitivity, fast response time, low limit of
detection (LOD) and the ability to detect many gas species [6,7].
Unfortunately, MOS-type gas sensors require heating to increase
gas absorption and catalyze gas reaction [8,9], leading to high
power consumption and complicated instrumentation that lim-
its miniaturization and field deployment. They also suffer from
long recovery periods that limit real-time operation in practical
applications [10]. Optical gas sensors show high sensitivity, good
stability and fast response time [11], but they exhibit undesir-
able size and cost characteristics [10]. In contrast to all of these

approaches, electrochemical gas sensors exhibit excellent perfor-
mance in terms of sensitivity, selectivity and LOD  while also being
suitable for miniaturization and low cost [12,13]. However, tra-
ditional liquid-electrolyte electrochemical gas sensors suffer from

dx.doi.org/10.1016/j.snb.2016.11.103
http://www.sciencedirect.com/science/journal/09254005
http://www.elsevier.com/locate/snb
http://crossmark.crossref.org/dialog/?doi=10.1016/j.snb.2016.11.103&domain=pdf
mailto:wh1816@msu.edu
dx.doi.org/10.1016/j.snb.2016.11.103
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thin layer of titanium was  included to enhance adhesion of elec-
Fig. 1. Structural schematic of the microfabricated RTIL gas sensor.

nherent drawbacks in electrolyte evaporation and low gas perme-
tion [14]. Solid electrolytes, such as Nafion membranes [15,16] and
ermet membranes [17] have been investigated as a possible solu-
ion to improve gas permeation and electrolyte lifetime, yet they
till suffer from limited lifetime [14].

Remarkable benefits can be achieved using room temperature
onic liquid (RTIL) as the electrolyte in electrochemical sensing,
ince RTILs possess negligible vapor pressure, high thermal stabil-
ty and a large working potential window [18]. This has encouraged
esign of many RTIL-based gas sensors that exhibit good per-
ormance and demonstrate the value of RTIL. Nevertheless, due
TIL’s the high viscosity, low gas permeation still remains a crit-

cal issue [12,14]. Two approaches that have been introduced to
ddress this limitation are decreasing RTIL thickness and avoid-
ng gas permeation through RTIL [19]. In our previous work, the
econd approach was adopted in a sensor structure with a porous
olytetrafluoroethylene (PTFE) substrate through which gas could
uickly diffuse [18,20]. This sensor utilized constant potential
mperometry, which is a classic electroanalytical method for gas
etection [12,21] that continuously applies a constant potential
hile recording the oxidation or reduction current for qualitative

nd quantitative gas analysis. Although this method can record
eal-time current changes over a long time period, reaction by-
roducts could accumulate on the surface of the working electrode
ue to the high viscosity of RTIL [22], which would cause adverse
ffects on diffusion of target gas and current response. Furthermore,
he measurement by constant potential amperometry is generally
onducted after full decay of the charging current that requires
ong time to stabilize. R. Wang et al. [23] reported a potential-step
hronoamperometry method for oxygen detection with reversible
eactions, but the 40 s measurement time is still slow for real
ime health and safety applications. To meet the requirements of
cute gas exposure applications, the sensor must respond rapidly to

hanges in gas concentration, and the measurement time must be
n the order of seconds. To achieve this goal, this work introduces

 new transient double potential amperometry (DPA) method for

Fig. 2. Microfabrication process flow for formation o
ors B 242 (2017) 658–666 659

rapid gas detection with RTIL-based gas sensors by utilizing tran-
sient currents and reversible reactions of oxygen.

In this paper, a microfabricated gold interdigitated gas sensor
with RTIL electrolyte was used for oxygen detection in air. Porous
PTFE was utilized as the sensor substrate to speed target gas dif-
fusion to the sensing electrode, which was formed directly on the
porous PTFE using photolithography and custom microfabrication
procedures. Cyclic voltammetry and the new transient DPA method
were used for sensor characterization and analysis of oxygen mea-
surement performance. A comparison between constant potential
amperometry and transient DPA was  conducted to validate the
superiority of transient DPA in oxygen sensing.

2. Experimental

2.1. Methods and apparatus

High purity nitrogen and compressed air (21% oxygen) were
purchased from Airgas Inc. for background gas and oxygen
targets, respectively. RTIL 1-butyl-1-methylpyrrolidinium bis-
(trifluoromethylsulfonyl)-imide ([C4mpy][NTf2]) (IOLITEC. Inc.)
was chosen as the electrolyte for oxygen sensing because it pre-
sented good performance in our previous work [18,24]. A CHI 760
(CH Instrument, USA) instrument was  utilized for all electrochem-
ical tests. A Gas Blender 103 (MCQ Instrument, Italy) was  used for
automatic gas mixing and flow control. In all tests, the gas flow
rate was set to 200 standard cubic centimeter per minute (sccm).
Cyclic voltammetry was employed to characterize reactions in RTIL.
Transient DPA was implemented for oxygen measurement in air
using the multi-potential steps method within the CHI software,
as detailed in Section 2.3. Constant potential amperometry was
employed for comparison with transient DPA.

2.2. Sensor design and implementation

Porous PTFE offers excellent thermal and chemical stability
as well as good permeability as a gas sensing substrate [25,26].
These properties permit the microfabrication of a PTFE-based sen-
sor with fast gas diffusion through PTFE substrate. Microporous
PTFE (POREX, USA) with 4 �m pore size and 35% porosity was
chosen for the sensor substrate. Gold was chosen as the sensing
electrode because it is a readily available material for microfabrica-
tion and has shown good performance for oxygen sensing in many
other studies [27–29]. To form a complete and miniaturized gas
sensor, three electrodes including working electrode (WE), counter
electrode (CE) and quasi-reference electrode (RE) were designed to
be integrated on the same porous PTFE substrate using the inter-
digitated structure shown in Fig. 1. Beneath the gold electrode, a
trodes to the porous PTFE substrate. Each WE/CE electrode finger
was designed to be 1.8 mm × 250 �m,  and the gap between elec-
trodes was set to 150 �m.  Both WE  and CE had three fingers to

f sensor electrodes on porous PTFE substrate.
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Fig. 3. Fabricated RTIL-based electrochemical gas sensor: (a) gas sensors packaged on a PCB; (b) optical microscope view of gold interdigitated electrodes; and (c) SEM image
o

e
e
f
T
e
l

r
t
t
d
H
P
P
s
t
4
m
3
s
c
l
w
f

b

F
p

f  the rough electrode surface.

nsure the intensity of current response in redox reaction. The RTIL
lectrolyte was designed to be placed on top of the electrode sur-
ace while target gases flow directly through porous PTFE substrate.
his structure allows the gas to diffuse quickly to the electrode-
lectrolyte interface, bypassing the need to diffuse through the RTIL
ayer.

To implement the miniaturized sensor structure, the microfab-
ication procedures based on our previous work [19] were used
o deposit and pattern the electrodes as shown in Fig. 2. Due to
he porosity and softness of PTFE, the PTFE substrate could not be
irectly attached to the photoresist (PR) spinner using vacuum.
ence, a temporary glass holder was introduced to support the
TFE substrate. A PR layer of thickness 10 �m was coated on the
TFE surface at a spinning rate 2100 rpm for 60 s (PR AZ4620). A
oft bake was then conducted at 95 ◦C for 5 min  to enhance pho-
osensitivity of PR. The PR was then patterned by UV exposure for
5 s followed by immersion in AZ300 MIF  developer for 4 min. Ther-
al  evaporation was used to deposit a 5 nm titanium layer and a

00 nm gold layer on the patterned PR. Finally, the fabricated sub-
trate was immersed in acetone for more than 12 h and ultrasonic
leaning was performed for 15 min  to pattern metals using a full
ift-off procedure. After rinsing with acetone, IPA and de-ionized
ater and drying with N2, the sensor was ready to be packaged for
urther test.

The fabricated sensor was mounted on a custom printed circuit
oard (PCB), as shown in Fig. 3, for convenient electric connection.

ig. 4. Principle and parameters of transient DPA for reversible reactions: (a) The potent
otential; ER , reduction potential; TO , oxidation period; TR , reduction period; ta and tb , sa
A hole was  drilled through the PCB beneath the electrode area to
permit gas flow to the electrodes through the porous sensor sub-
strate. Small drops of epoxy resin were used to adhere the backside
of flexible sensor substrate to the PCB at all four corners. Silver
conductive epoxy was utilized to route sensor electrode connec-
tor pads to wirings on the PCB. After packaging, RTIL was  coated
on the sensing area of the sensor using a pipette. The sensor was
then placed in an oven at 60 ◦C for at least 1 day to remove any gas
emission from resins and PCB and to minimize moisture in the RTIL
that could interfere with oxygen reactions. The sensor was visually
inspected by optical microscopy, and a very rough electrode sur-
face could be observed due to the roughness of PTFE substrate, as
shown in Fig. 3b. The width of fabricated fingers was found to range
from 270 �m to 280 �m,  and the gap between fingers was found to
vary from 120 �m to 130 �m.  Compared to the designed geome-
try, the results were slightly wider electrodes and slightly narrower
gaps, which is due mainly to the rough surface of porous PTFE that
does not allow complete contact between the photomask and the
substrate during UV exposure. The scanning electron microscope
(SEM) image of the electrode surface is shown in Fig. 3c. Due to
the rough surface of PTFE substrate, the titanium/gold electrodes
exhibit a very rough surface that is beneficial for enhancing the
active sensing area of WE  in electrochemical analysis. Moreover,

pores observed in the electrodes promote gas diffusion from back-
side to the three-phase (gas/electrode/electrolyte) interface where
reactions take place.

ial vs. time applied on WE;  (b) typical WE current response vs. time. EO , oxidation
mple points in the reduction phase.
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Fig. 5. Cyclic voltammetry test of microfabricated RTIL gas sensor in N2 and 100%
compressed air.

Fig. 6. Study of effect of oxidation potential: (a) Plot of current response vs. time at
d
a

2

t
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m

oxidation period TO to oxidize all reaction products. Subsequently,
ifferent oxidation potentials; (b) Plot of reduction current vs. oxidation potential
t  sample points t = 1 s, 2 s and 20 s.

.3. Transient double potential amperometry

Prior work with RTIL gas sensors has demonstrated two impor-
ant performance challenges that this study seeks to overcome.

he first is long measurement time, generally on the order of
00 s of seconds, using traditional electrochemical methods that
ust ensure a stable current response after sufficient decay of the
Fig. 7. Study of effect of oxidation period: (a) Plot of current response vs. time for
different oxidation periods. The inset magnifies the reduction phase current; (b) Plot
of  reduction current vs. oxidation period at sample point t = 2 s.

charging current and, consequently, impede real-time monitoring
applications. The second is reaction by-product accumulation on
the sensor surface leading to drift that ultimately limits the oper-
ation lifetime of the sensor. Because by-product generation occurs
during sensor measurement, it is exacerbated by long measure-
ment times. Thus, we explored a new means to address both of
these challenges by making measurements quickly while revers-
ing by-products to minimize their accumulation. A new transient
DPA method was explored to achieve this goal wherein double
potentials for both oxygen reduction and superoxide radical (O2

−)
oxidation are applied to reverse by-products and transient reaction
currents are recorded without waiting for the charging currents
to decay. When employed for fast oxygen measurement, transient
DPA measurement is based on the reverse reaction of oxygen and
superoxide as given by

O2 + e− � O−
2 (1)

It is worth noting that the superoxide radical is not stable in a humid
atmosphere where reaction with water would suppress the reverse
reaction due to its high capability for reduction as shown by [30]

2O−
2 + H2O → O2 + HO−

2 + OH− (2)

Thus, the reaction of O2/O2
− must be verified in RTIL during oxygen

measurement in air.
The transient DPA technique that was employed is illustrated

in Fig. 4. An oxidation potential E0 was first applied on WE for the
a reduction potential ER was  applied for the reduction period TR

to reduce oxygen. A typical response current from transient DPA
during oxidation and reduction periods is shown in Fig. 4b. Notice
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ig. 8. (a) Current response of the microfabricated RTIL gas sensor for different air (

he response current experiences fast decay at the beginning of the
xidation and reduction periods due to exponential decay of the
harging current. At some relatively long time into each period,
he current will stabilize after sufficient decaying of the charging
urrent, as illustrated by the conventional amperometry reduc-
ion sample point tb. In contrast, transient DPA extracts a transient
ample current at a much earlier time in the reduction period, rep-
esented by ta, permitting measurements to be made much more
uickly, and consequently limiting long-term by-product accumu-

ation.

. Results and discussions

.1. Cyclic voltammetry study of oxygen reversibility
In order to characterize the O2/O2
− reversibility, cyclic voltam-

etry was conducted in both N2 and 100% compressed air
ackgrounds scanning from −0.4 V to −1.6 V with a scan rate of
.1 V/s. Cyclic voltammograms of the sensor in both backgrounds
n) concentrations; (b) The oxygen calibration curve at sample points t = 1 s and 2 s.

are shown in Fig. 5. When tested in N2, the current response of the
sensor is very low and no apparent peak could be observed, denot-
ing a clean gas background with no reactions occurring. In contrast,
a distinguishable reduction peak was observed at −0.994 V in 100%
air during cathodic scanning, which was  assumed to be caused by
oxygen reduction. The oxidation anodic scanning peak at −0.638 V
was assumed to be caused by oxidation of superoxide radical to
oxygen, in accordance with the literature [12]. To establish the
potential of the quasi-reference electrode against a standard hydro-
gen electrode (SHE), the reduction potential of oxygen was  used
as a reference point. The reduction potential peak of oxygen vs.
Ag/AgCl is −0.86 V in ionic liquid [31], and the reduction potential of
Ag/AgCl vs. SHE is 0.222 V. Thus, the gold quasi-reference electrode
potential against SHE is approximately 0.356 V. Since Eq. (2) shows
that the superoxide radical will be consumed if water is present,
degrading reaction reversibility, this existing oxidation peak also

suggests that no moisture exists in the compressed air or the RTIL.
The peak-shaped curve during oxidation and reduction indicates
a mass transfer controlled process due to the low diffusion coef-
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Fig. 9. Study of short-term repeatability and long-term stability using transient DPA
H. Wan  et al. / Sensors and 

cient of oxygen and superoxide radical in RTIL. The asymmetry
f reduction peak and oxidation peak was attributed to the diffu-
ion difference of oxygen and superoxide in RTIL [31]. These cyclic
oltammetry results verify that the reaction between oxygen and
uperoxide radical is reversible in RTIL by applying different poten-
ials, which establishes the feasibility of reversing superoxide using
PA.

.2. Parameters study in transient DPA

In transient DPA, parameters including oxidation potential, oxi-
ation period, reduction potential, reduction period and sample
oint must be defined oxygen detection, as described in Section
.3. First, the reduction potential was set to −1.2 V because the
eduction peak of oxygen was observed at −1 V in Fig. 5, and this
lightly more negative reduction potential will ensure faster reduc-
ion reaction.

To define the oxidation potential, different potentials from 0.8 V
o 0 V with 0.2 V interval were investigated in 100% compressed
ir to determine its influence to the sensor performance. The oxi-
ation period and reduction period were preliminarily set to 60 s
nd 20 s, respectively. Nine repetitive tests were conducted at each
xidation potential, and the averaged current response vs. time is
hown in Fig. 6a. When applying a higher oxidation potential, a
igher oxidation current amplitude was observed in the oxidation
hase, and a higher reduction current amplitude was also observed

n the reduction phase. Both oxidation current and reduction cur-
ent decreased with time within their respective phases due to the
ecaying of the charging current. To directly compare the influence
f different oxidation potentials, currents measured with differ-
nt oxidation potentials were extracted at three different sample
oints 1 s, 2 s and 20 s, in the reduction phase. The results plotted in
ig. 6b show that the reduction current response decreases slightly
ith decreasing oxidation potential for all the three datasets (at dif-

erent sample points). The small error bars in nine repetitive tests
enote good repeatability with different oxidation potentials, and
o significant difference in error was observed at different oxida-
ion potentials. However, oxidation of gold electrodes can occur at
igh oxidation potentials which could degrade sensor performance.
or example, in experiments applying a 0.8 V oxidation potential for
wo days, the color of the gold electrodes turned black. Subsequent
nergy-dispersive X-ray spectroscopy showed the surface of the
lectrodes had a significantly increased amount of oxygen. More-
ver, many gaseous components of air that could act as interference
ources, e.g. hydrogen, nitric oxide and hydrogen sulfide, have an
ncreased likelihood of oxidizing at higher oxidation potentials. On
he other hand, transient DPA study at oxidations potentials below
.2 V showed low current response. Thus, 0.2 V was  chosen as the
xidation potential.

When comparing the current error bars in Fig. 6b for different
ample points, notice that errors at 1 s and 2 s, where the cur-
ents were recorded in the decay stage, are comparable to the
urrent errors at 20 s, where the currents were recorded at a rel-
tively stable stage. Moreover, the transient current amplitude
n the decay stage is much larger than that in the stable stage.
hese results demonstrate that a transient current in the decay-
ng stage can provide good repeatability and large amplitude for
xygen measurement, while a stable current in conventional con-
tant potential amperometry is not necessarily required. Hence, we
hose to reduce the reduction period to 2 s, which greatly shortens
he measurement time without sacrificing sensor performance.

Different oxidation periods were also investigated from 60 s

o 0.5 s, and the resulting current response vs. time is shown in
ig. 7. In the oxidation phase, the oxidation current decays to a
elatively stable stage when the oxidation period is longer than
0 s, while below 20 s the oxidation currents cannot reach a sta-
in  100% air (21% oxygen) with reduction current extracted at t = 2 s: (a) 20 repetitive
tests; (b) 4000 repetitive tests; (c) Multiple tests over 17 days.

ble point due to an insufficient decaying of the charging current. In
the reduction phase, the reduction currents decrease as the oxi-
dation period decreases. The reduction current at sample point
t = 2 s was  extracted to compare the performance at different oxi-
dation periods. As shown in Fig. 7b, currents with oxidation period
above 20 s are nearly the same, likely due to achieving full current
charging decay in a long oxidation period. In contrast, the reduc-
tion current exhibits significant decrease with oxidation periods
below 20 s. Moreover, the error in nine repetitive tests increases
significantly when shortening the oxidation period below 2 s. An
oxidation period of 2 s was selected to minimize both measurement
time and repeatability error.

3.3. Quantitative measurement of oxygen with transient DPA
The transient DPA parameters chosen through experimental
study were then utilized for quantitative analysis of oxygen in air
to validate the feasibility of the method for sensing applications. To



664 H. Wan  et al. / Sensors and Actuators B 242 (2017) 658–666

F t DPA
c e vs. ti
u t in (c

e
l
d
a
b
e
b
p
a
a

i
e
t

ig. 10. Performance comparison of constant potential amperometry and transien
oncentration cycles vs. time; (b) constant potential amperometry current respons
sing  constant potential amperometry (circle) and transient DPA (square). The inse

nsure consistent working conditions of gas flow equipment, the
owest concentration was set to 0.1% air in a background of N2. Six
ifferent samples were measured with nine repetitive tests, and the
veraged current response vs. time is shown in Fig. 8. Currents in
oth the oxidation phase and the reduction phase were observed to
xhibit a gradient response to different concentrations. This occurs
ecause increasing oxygen concentration would lead to more by-
roducts in the reduction phase causing higher reduction currents,
nd reversing by-products in the oxidation phase would lead to an
ccording increase in oxidation currents.
The datasets were analyzed using MATLAB to determine the
mpact of choosing different sample points on the sensitivity, lin-
arity and repeatability of oxygen measurement. As the time of
he sample point in the reduction phase was increased from 0.02 s
 for five cycles of alternating gas concentrations between N2 and 50% air: (a) gas
me; (c) transient DPA current response vs. time; (d) reduction current comparison
) shows the transient DPA reduction current plots overlapped for five gas cycles.

to 2 s, both the current and the sensitivity to oxygen were found
to decrease. In contrast, both the linearity and repeatability were
found to increase as the sample point time increased. Fig. 8b plots
the reduction currents at sample point 1 s and 2 s and shows that the
sensitivity of this oxygen sensor, defined as the slope of calibration
equation, are 0.3523 �A/[%O2] and 0.2863 �A/[%O2] with linear-
ity of 0.9899 and 0.9943, for sample point 1 s and 2 s, respectively.
Furthermore, currents at sample point t = 2 s present smaller error
bars, especially at higher oxygen concentrations, which indicates
a better repeatability than the currents at t = 1 s. Because charging

current is regarded as noise to faradic current in electrochemical
analysis, currents at a longer sample point could also provide larger
signal to noise ratio and lower LOD. Therefore, a reduction phase
sample point of t = 2 s was chosen for oxygen measurement, and
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he sensitivity at this sample point was used for further calcula-
ion. It is worth noting that a shorter sample point is also feasible
nd would obtain higher sensitivity while sacrificing linearity and
epeatability.

.4. Repeatability and stability

Repeatability and long-term stability are important charac-
eristics to evaluate the reliability of a sensor. The short-term
epeatability was investigated by performing 20 repetitive tests in
00% air (21% oxygen) with optimized transient DPA and extracting
he reduction current at sample point t = 2 s. As shown in Fig. 9a,
he reduction current is very stable in repetitive tests and the
SD is 0.45%, indicating good repeatability in short-term test. The
tandard deviation was  found to be 0.032 �A, which represents a
ariation of 0.11% oxygen. To study the long-term stability of the
ensor, 4000 sequential tests with optimized transient DPA were
onducted in 100% air over 16000 s (4.4 h) and the reduction current
t t = 2 s was extracted. Fig. 9b shows that over a long time period the
urrent remains quite stable with an RSD of 2.66% and a standard
eviation of 0.167 �A, which represents a variation of only 0.58%
xygen in long-term test. An additional long-term stability test
as performed using the same procedure over a 17 day period. The

ensor responses in Fig. 9c fluctuate around a mean current with
 standard deviation of 0.501 �A (1.75% oxygen), but the results
isplay no significant long-term drift. The variation over time is

ikely due to changes in the laboratory environmental conditions,
specially temperature and humidity, which can have a significant
mpact on RTIL-based gas sensors [32,33]. Although laboratory tem-
erature was measured to hold within 2 ◦C, the humidity was found
o vary from 38% to 62% over a week. For future laboratory test-
ng, humidity can be accurately controlled using an environmental
hamber. For field sensing applications, temperature and humidity
ompensation [34] can readily be implemented.

.5. Comparison between constant potential amperometry and
ransient DPA

The remarkable difference between constant potential amper-
metry and transient DPA is that an oxidation potential is applied to
ffectively re-oxidize by-products and decrease by-product accu-
ulation on the surface of the WE.  Since by-products accumulation
ay  interfere with target gas diffusion and cause current drift

uring measurement, a comparison was made to evaluate the
epeatability difference between constant potential amperometry
nd transient DPA. As shown in Fig. 10a, N2 was first pumped
nto the gas chamber for 30 min  to eliminate all possible interfer-
nts. Afterwards, alternating samples of N2 and 50% compressed
ir were introduced for 5 min  each in five sequential gas concen-
ration cycles. A constant potential of −1.2 V was applied on the

E,  and the current shown in Fig. 10b was recorded with a 10 Hz
ampling frequency. In a subsequent test with the same gas concen-
ration cycles, transient DPA was applied at about 4 s before each
2 purge. The recorded transient DPA reduction current vs. time is

hown in Fig. 10c, and the inset of Fig. 10c plots the transient DPA
eduction current vs. time overlapped for all five gas cycles. Tran-
ient DPA exhibits much higher current response mainly because
t includes a charging current. From these experimental datasets,
alues were extracted at the end of each gas cycle for repeatabil-
ty analysis. For constant potential, response currents of each gas
oncentration cycle were averaged during the last 2 s of each cycle.
or transient DPA, the reduction current at t = 2 s was extracted.

he repeatability observable in Fig. 10b and the inset of Fig. 10c is
ompared in Fig. 10d. Over the five gas cycles, the RSD in constant
otential amperometry is 4.48% while the RSD in transient DPA is
nly 1.65%. The deviation of transient DPA is 63.2% less than that

[
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of constant potential amperometry, and the apparent downward
drift in constant potential is conceivably due to by-products accu-
mulation. In addition to better repeatability, transient DPA benefits
from a greatly reduced measurement time compared to constant
potential amperometry, which makes it more suitable for real-time
monitoring of gaseous hazards.

4. Conclusion

This paper introduced an RTIL-based microfabricated gas sensor
and a new transient DPA method for rapid oxygen measurement
based on the reverse reaction of oxygen. Parameters in tran-
sient DPA have been studied to optimize sensing performance.
The sensor and measurement method were tested at different
oxygen concentrations and presented good sensitivity, linear-
ity and repeatability. Long-term stability test also validated the
good reproducibility of the sensor for oxygen measurement. Com-
pared with constant potential amperometry, this method could
largely decrease the measurement time and effectively increase
the repeatability by reducing by-product accumulation. Using tran-
sient DPA, this miniature electrochemical sensor is suitable for
implementation within a wearable microsystem that provides a
promising platform for acute gas exposure monitoring in practical
applications.
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